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MSDS Update 2018 

PRODUCT NAME:  1000 SQP 
 
PRODUCT DESCRIPTION  
Product Use:   Boiler Water Treatment Chemical 
Chemical Family:  Not applicable 
T.D.G. Classification:  Class 8, (9.2) 
WHMIS Classification:  Class, D-2b, Class E9h) 
 
PHYSICAL PROPERTIES 
Physical State:  Powder               Chemical Identity: Sodium Sulphite. Polyacrilate, polymer’s 
Odour:   Slight odour  Physical state:   Powder  
Color:    Dark Brown  Color:    Light Brown     
Specific Gravity:  NA   Boiling Point:  100 C 
Evaporation Rate: Data not available Freezing Point:  5 C 
Solubility in water: Complete  PH:   11.8—12.5 
 
FIRE OR EXPLOSION HAZARDS 
Condition of flammability:   Not flammable. 
Means of extinction:    Not applicable. 
Flashpoint and method of determination:  Not applicable. 
Flammable limits (% in air):   Not applicable. 
Hazardous combustion products:       None. 
Unusual fire and explosion hazards:       None 
 
REACTIVTY DATA 
 Chemical stability:    Stable under normal conditions. Hazardous polymerization will not occur. 
 Incompatible substances:   Avoid strong oxidizing and reducing agents. Will react with solid or Acids 
Conditions of reactivity:   Avoid contamination with reactive substances. 
Hazardous decomposition products:  None. 
 
PREVENTIVE MEASURES 
Personal protective Equipment to be used: 
Respiratory protection:     Fine protection Mask. 
Protective Gloves:     Rubber gloves. 
Eye protection:     Chemical safety glasses. 
Additional protective Equipment: Rubber boots, coat and pants; safety shower and an eye wash facility should 

be available. 
Specific Storage requirement:  Do not store near excessive heat or open flame. Store in closed containers. 

Do not freeze. 
Waste disposal:    Dispose of waste according to federal, provincial, and local regulations. 
Shipping information:   Corrosive liquid N.O.S. UN.1760, class8 PG II. 
 
FIRST AID 
Contact with skin:   Wash off in flowing water or shower, contaminated clothing before re-use. 
Contact with eye:    Immediately flush eyes with water for 15 minutes and call a physician. 
Inhalation:    Remove to fresh air, Obtain medical attention if irritation persists. 
Ingestion: Drink one glass of water immediately. Do not induce vomiting. Call regional 

poison control centre at once or see your local hospital emergency at once. 
 
Sources Used: 
CCOHS; MSDS from Suppliers:  Dangerous properties of industrial Materials. 
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PRODUCT NAME:  1000 SQP Update 2018 
 Boiler Water Treatment Chemical  

 
PRODUCT USES:  
Powder form, complete internal steam boilers water treatment for scale, corrosion, and alkalinity control. 
As scale control, 1000SQP react to precipitate calcium hardness in the boiler as sludge and prevent formation of hard 
calcium carbonate, silicate, and sulfate scale. 
1000SQP dispersion qualities are employed moderating the phosphate sludge created by diminishing the sediment 
ability to adhere the sludge remains suspended in the boiler water until removed by the blow-down. 
It contains the best and most highly concentrated blend of selected phosphates to assure maximum results with 
minimum treatment. 
As corrosion inhibitor, 1000SQP  is catalyzed oxygen scavenger that combines chemically with dissolved oxygen in 
feed-water or in the boiler to inhibit the formation of oxygen-induced corrosion, eliminate oxygen pitting and reduce the 
rate of return line corrosion through the elimination of oxygen being passed through the steam lines 
As alkalinity control, 1000SQP is used when increased alkalinity is required to control boiler pH within the recommended 
levels 
 
ADVANTAGES: 
- Fast reaction with oxygen. 
- Reacts with feed water hardness and prevent scale deposits even in high hardness water 
- Forms suspended, none adherent sludge 
- Protects feed water lines and deaerator.    . 
- Prevents boiler pitting.      . 
- Prevents boiler corrosion and scale formation 
- Environmentally acceptable.    . 
- Low cost treatment. Simple dosage and testing procedures 
 
DOSAGE 
1000-SQP . Dosages will vary depending upon the feed water temperature, type of boiler operation, type of heater or 
deaerator, air leakage into the system, etc. application rate should be adjusted to maintain a reading of 30-50 PPM 
Sulphite in the boiler, and 3-5 PPM in the feed water. This product should be mixed with soft or condensate water. Your 
MAXON Water Treatment Consultant will provide you with the correct dosage. 
 
FEEDING: 
 A continuous feeding by chemical metering pump is recommended. The treatment should injected to the deaerator 
storage section. Shot feeders can be used. 
 
HANDLING: 
Avoid breathing dust, avoid contact with eyes and skin, should contact occur, flush immediately with fresh water. If 
discomfort persists, seek medical attention. Do not take internally.  
 
PACKAGING: 
100 kg & 50 kg Plastic Jar. (Seal Pack) 
 
PREPARED BY: 
MAXON Chemical Products (Pvt.) Ltd 
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